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After Care & 
Maintenance Guide



Cleaning guideResin bound surfaces are low maintenance but in order for them to last longer and still look fantastic, there are some simple measures 
you can take at home to keep the surface performing well and looking prime condition.

How Resin Surfaces Should Be Used  
Resin bound surfaces installed with materials from The Resin Mill are 

designed for pedestrian use and for light vehicle traffic. Resin bound 

surfaces installed with materials from The Resin Mill should not be 

misused and care should be taken wherever possible to ensure normal 

use of the surface. 

Resin bound aggregates should be laid at a minimum 20mm depth 

for vehicles over 7.5 tonnes. Heavy goods vehicles shouldn’t park or 

manoeuvre on resin bound paving unless it has been allowed for in the 

thickness of the resin bound installation.

Misuse 
Careful consideration should be taken when handling any hard objects 

near or on resin bound surfacing. These include: gardening machinery, 

motorbike stands, car jacks, car parts and hard plant pots which could 

potentially cause damage if they are dropped on the resin bound or 

dragged across the surface.  

Resin bound surfacing can sometimes be marked by the crushing of 

individual pieces of gravel by exceptional point loading. This can include, 

but is not limited to, gravel trapped in tyre treads, especially in areas of 

high use. 

Care should also be taken if vehicle maintenance is being carried out 

on the resin bound. You should always use wooden planks under car 

jacks in order to spread the load. The resin bound surface should always 

be protected from any grease, oil or spillages of petrol or solvents. The 

chemicals in the latter would soften a tarmac base. If there is a spillage, 

the surface should be washed down straight away with lots of water to 

try to dilute and wash away the chemicals. If the surface is still firm, it 

can be used.

Immediate After-care
The polyurethanes used in our resin for driveways are one of the most 

chemically resistant materials. The resistance does however build over 

time. Care should be taken in the early days of the install to not expose 

the surface to any chemicals.

It is also very important that nothing touches the resin before it cures, that 

can cause imprints, such as animal paws.

Weed Removal
Resin surfacing is weed resistant. However, it is not fully guaranteed to 

be weed free. This is because of seed dispersal from animals and by the 

weather. In the event that seedlings do start to grow, they can be simply 

pulled out by hand, ensuring the root is pulled out with the weed. In the 

event the seedlings are deep rooted, they can be killed off with mild weed 

killer. If you are using a strong weed killer, make sure to water it down 

significantly. Strong weed killers that aren’t watered down could discolour 

the surface of your resin surface.

General Cleaning
In order to remove leaves, sand soil and such like materials from your 

resin bound paving, it can be swept clean with a stiff brush. Hosing 

the resin surface down with clean water, will also clean the paving. It 

is common that regular brushing and washing is the only maintenance 

required for resin bound surfacing.

Staining can occur from tannings from debris if they are not cleaned away 

and lay on the resin surface for prolonged periods of time. Most stubborn 

stains and grime elements can be removed with a pressure washer 

(maximum 150 bar rating). A fan type lance should be used and it should 

be sprayed minimum 200mm above the resin bound surface. 

Brake Fluid
Brake fluid is extremely corrosive to resin bound. In the event that brake 

fluid lands on your paving, remove it straight away with cold water.

Engine Fluid/Oil/Fuel
In order to prevent possible staining, engine fluid that has been spilt on 

resin surfacing can be removed with mild detergent such as washing up 

liquid or car shampoo, with warm water. In order to remove fuel/oil stains, 

use a stiff brush to apply the emulsifier. Allow the detergent to sink in for 

10 minutes and then use the fan assisted pressure washer to remove it 

from the surface.

Dry Steering & Tyre Marks
In order to limit the chance of damaging the surface of your resin bound 

area and avoid tyre marks, do not turn the steering wheel of the vehicle 

whilst stationary. Dry steering can damage the surface and over time 

cause the aggregate to crush and come loose from the surface. As for 

tyre marks for whatever reason, if there are tyre marks on the surface, 

simply wipe down with white spirit and wash with emulsifier and a fan 

assisted pressure washer.

Ice
Although our resin bound surface reduces the chance of ice and 

slippages, it is wise to still take precaution. White rock salt can be used 

on the surface of the resin to remove ice and frost. Be sure to remove salt 

traces once the adverse weather has subsided.

Material MaterialAction Action
ACID - Weak acid (vinegar/patio 

cleaner etc) and strong acid 

(block cleaner etc.)

For weak acid immediatley flush 

with water. For strong acid, jet 

wash immediatley over and over 

to flush it out. 

ALGAE/MOSS Treat with an environmentally 

friendly moss and algae cleaner 

as per manufacturers instructions. 

Do not use ferrous sulphate 

based moss cleaners as they can 

rust stain. 

ALKALIS - Weak/strong For weak alkali immediately flush 

with cold water. For strong alkali, 

jet wash immediatley over and 

over to flush it out. 

BEVERAGES Flush away with cold water and 

light brushing. 

CEMENT/MORTAR/CONCRETE For uncured concrete, brush up 

the excess and flush away the 

residue with copious amounts 

of water. For cured concrete 

carefully break up and scrape 

off as much as possible without 

damaging the surface. If material 

is ingrained, try scrape out 

between individual pieces of 

aggregate.  Any residual material 

can be removed carefully by 

applying diluted acid based, 

brick/patio cleaner solution 

on to the surface. Dab with a 

paintbrush. Leave for a minute or 

until the reaction ceases, remove 

and flush with cold water. Repeat 

as necessary. 

CHEWING GUM
Occassional lumps can  be 

removed with freezing spray and 

carefully chipping off the surface. 

You can remove more extensive 

staining by careful use of warm 

water and power washing, (fan 

shaped jet minimum 20cm away 

from the surface).

OILS/GREASES - Old/new Place absorbent cloth on the 

surface. Apply household 

detergent onto the spill with a 

stiff brush and flush with warm 

water. Keep going until there are 

no traces of oil left. If it has been 

there a while, treat with household 

detergent and warm water 

scrubbed in to the surface with a 

stiff brush. Repeat if necessary. 

PAINT - Emulsion/oil based If recent emulsion spillage, flush 

away with cold water. If ingrained 

apply household detergent on 

to the spill with a stiff brush and 

flush with warm water. Do not 

use paint stripper removers as 

they will damage the resin bound. 

For fresh oil based paint place 

an absorbent cloth, soaked in 

white spirit and then drained, on 

to the spill and then dab with a 

brush. Repeat as necessary and 

flush with household detergent 

and cold water. Do not allow any 

excess white spirit to run in to the 

surface as it will cause a tarmac 

base to go soft. If the oil based 

paint has been there for a period 

of time you can try power wash 

(fan jet minimum 20cm from the 

surface), with a mild detergent. 

Do not use paint strippers. 

PETROL/DIESEL/HEATING OIL Flush area with water and 

household detergent. Avoid 

using affected area. Allow time 

for residue to evaporate and then 

assess any permanent damage 

to the resin. 
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RUST Rust stains are very difficult to 

remove. Applying vinegar or 

lemon juice could have some 

effect but it doesn’t work a 5% 

oxalic acid can be carefully 

applied to the resin bound surface 

using a soaked cloth spread on 

the area of the stain so that it 



Material Action
RUST CONT.. is all wet. This can be done by 

stippling the cloth with a stiff 

paintbrush to work it in to the 

texture of the surface. Leave it for 

20 minutes, remove the cloth and 

flush the area with cold water. 

Leave for 20 minutes, remove 

cloth and flush area with water. 

Repeat if needed. If the rusting 

continues please get in contact 

with us. 

Cleaning survival guide cont...

TYRE MARKS Wipe them with a cloth soaked 

in white spirit/turpemtine and 

flush out with warm water and 

household detergent. 

WEEDS Treat with a normal weed 

killer in accordance with their 

instructions. Do not use ferrous 

sulphate based products as they 

can cause rust staining. 

SOIL Remove excess withe brush and 

shovel. Get rid of the rest using 

cold water and light brushing. 
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The information we have discussed is only intended as a 

guide for the care of installed Resin Mill resin bound materials. 

Actual procedures should be created by the property owner/

maintenance manager taking in to account the circumstances 

around their own resin bound surface. You must always trial 

any treatment on an unobtrusive area first to assess suitability. 

The Resin Mill accepts no responsibility for improper reliance 

upon or misuse of the information herein. Product design and 

specification are subject to change without further notice. 

Appropriate precautions should be taken when using chemicals 

and advice sought from the statutory authority for their correct 

disposal. 


